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PRODUCT NAME: BRIGHT LINE ATHLETIC FIELD MARKING PAINT
HMIS CODES:
H F R P

1005

SECTION 1- MANUFACTURER

MANUFACTURER’S NAME: K & K MAINTENANCE SUPPLY INC.

ADDRESS: 30245 HAYES, WARREN. MI 48093

EMERGENCY PHONE: 1-800-535-5053
INFORMATION PHONE: 586-771-3247

DATE REVISED: 5/8/2003
NAME OF PREPARER: E. F. DELITALA

REASON REVISED: FORMULATION CHANGE

—SECTION II HAZARDOUS INGREDIENTS/SARA III INFORMATION

OCCUPATIONAL EXPOSURE LIMITS
Vapor Pressure
Weight

I-L&ZARDOUS COMPONENTS CAS NUMBER
OSHA PEL
TLV
ACGIH-STEL
in Hg @ TEMP
percent

WATER
7732-18-5
NONE
NONE
NONE
-<52

CALCIUM CARBONATE
1317-65-3 -
i5mgJM
l
N/A
26

VINYL ACRYIC COPOLYMER RESIN
25067-01-0
None Est.
None Est.
Non-Haz.
24 @ 77F
7

ANHYDROUS ALUMINUM SILICATE
66402-68-4
l
lOmg/M
10mg/
N/A
7

TITANIUMDIOX
13463-67-7
N/A
IOmg/M
iomg!M
N/A
<6

MAGNESIUM ALUMINUM SILICATE
803 1-18-3
Smg/M
10mg/Nt
2

*2AMIN02
124-68-5
<1 @ 77F
<0.5%

108-01-0
<0.1%

*2
111-76-2
25
25
1.1
0.60@77F
<0.1%

*44DIMETHYLOY
51200-87-4
None Est.
100 @ 77F
<0.1%

* hidicates toxic chemicals subject to the reporting requirements of section 313 of Title III and of 40 CFR 372.

FOR PERSONAL EMERGENCIES CALL YOUR LOCAL POISON CONTROL CENTER, HOSPITAL, OR PHYSICIAN.

—.-—---—-— III - PHYSICAL/CHEMICAL CHARACTERISTICS

BOILING POINT: 212F
SPECIFIC GRAVITY (H20 = 1): 1.32

VAPOR DENSITY: HEAVIER THAN AIR
EVAPORATION RATE: SLOWER THAN ETHER

COATING VOC: 0.1 LB/GAL (12 GMJL)

MATERIAL VOC: 0.03 LB/GAL (4 GM/L)

SOLUBILITY IN WATER: TOTAL

APPEARANCE AND ODOR: WHITE/SHADED COLORS VISCOUS LIQUID WITH SLIGHT AMMONIA ODOR.

SECTION IV - FIRE A EXPLOSION HAZARD DATA

FLASH POINT: >250F
METHOD USED: TCC

FLAMMABLE LIMITS IN AIR BY VOLUME—LOWER: 16%
UPPER: NOT APPLICABLE

EXTINGUISHING MEDIA: C02, DRY CHEMICAL, WATER FOG, OTHER

SPECIAL FIREFIGHTING PROCEDURES:

IF WATER IS BEING USED, FOG NOZZLES ARE PREFERABLE.

UNUSUAL FIRE AND EXPLOSION HAZARDS:

LATEX EMULSION WILL NOT BURN AS SUPPLIED. DRIED POLYMER FILMS WILL BURN HOWEVER.

LATEX EMULSIONS MAY SPUTTER IF THE TEMPERATURE EXCEEDS THE BOILING POINT OF (212F).
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=SECTION V - REACTIVITY DATA

STABILITY: STABLE.

CONDITIONS TO AVOID: EXTREME HEAT.

IMCOMPATIBILITY (MATERIALS TO AVOID): NONE KNOWN.

HAZARDOUS DECOMPOSITION OR BYPRODUCTS: CARBON MONOXIDE, CARBON DIOXIDE. AND TOXIC MONOMER FUMES AT EXTREMELY HIGH TEMPERATURES.

HAZARDOUS POLYMERIZATION: WILL NOT OCCUR.

SECTION VI - HEALTH HAZARD DATA

INHALATION HEALTH RiSKS AND SYMPTOMS OF EXPOSURE:

EXCESSIVE CONCENTRATIONS MAY CAUSE IRRITATION OF THE NOSE AND THROAT.

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTONS OF EXPOSURE:

DIRECT EYE CONTACT MAY CAUSE EYE IRRiTATIONS.

SKIN ABSORPTION HEALTH RISKS AND SYMPTONS OF EXPOSURE:

PROLONGED CONTACT WITH SKIN MAY CAUSE SKIN IRRITATION AND DRYING OF TISSUE.

INGESTION HEALTH RISKS AND SYMPTONS OF EXPOSURE:

THIS PRODUCT IS ESSENTIALLY NON-HAZARDOUS IN SMALL QUANTITIES. LARGE QUANTITY INGESTION MAY CAUSE

GASTRITIS/VOMITING.

HEALTH HAZARDS (ACUTE AND CHRONIC):

ACUTE: EYES: IRRITATION, REDNESS. SKIN: IRRITATION. INHALATION: IRRITATION OF RESPIRATORY TRACT.

INGESTION: NAUSEA, GASTRIC DISTRESS.

CHRONIC: RESPIRATORY IRRITATION, EYE IRRITATION, SKIN IRRITATION.

CARCINOGENICITY: NTP? NO. IARC MONOGRAPHS? NO. OSHA REGULATED? NO.

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE:

NONE KNOWN.

EMERGENCY AND FIRST AID PROCEDURES:

SKIN: WASH THOROUGHLY WITH SOAP AND WATER. EYES: FLUSH WITH WATER FOR 5 MINUTES. GET MEDICAL ATTENTION IF

IRRITATION PERSISTS. INGESTION: ESSENTIALLY NON-HAZARDOUS — GIVE ONE OR TWO GLASSES OF WATER TO DILUTE— CONSULT A PHYSICIAN IF A LARGE QUANTITY IS INGESTED. INHALATION: REMOVE TO FRESH AIR. IN NOT BREATHING ARTIFICAL

RESPIRATION SHOULD BE GIVEN BY QUALIFIED PERSONNEL. TREAT SYMPTOMATICALLY. SEEK MEDICAL ATTENTION

IMMEDIATELY IF PATIENT WAS (IS) UNCONSCIOUS OR IF BREATHING IS DIFFICULT. NEVER GIVE ANYTHING ORALLY TO AN

UNCONSCIOUS PERSON.

-----SECTION VII- PRECAUTIONS FOR SAFE HANDLING

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED:

SMALL SPILLS MAY BE CLEANED WITH SOAP AND WATER. SOAK U LARGE SPILLS WITH ABSORBANT MATERIAL OR CONFINE AND

SCOOP INTO A CONTAINMENT VESSEL. DO NOT ALLOW MATERIAL TO ENTER STREAMS, LAKES, ETC.

WASTE DISPOSAL METHOD:

GENERALLY CONSIDERED TO BE NONHAZARDOUS - CONSULT STATE, LOCAL, AND FEDERAL REGULATIONS BEFORE DISPOSAL.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORAGE:

AVOID EXCESSIVE HEAT - ABOVE 90F.

OTHER PRECAUTIONS:

DON’T TAKE INTERNALLY - KEEP OUT OF REACH OF CHILDREN - KEEP CONTAINERS TIGHTLY SEALED WHEN NOT IN USE.
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SECTION VIII - CONTROL MEASURES

RESPIRATORY PROTECTION:

NONE IF USED WITH ADEQUATE VENTILATION - SPRAYING LARGE QUANTITIES IN AN ENCLOSED ROOM, AN APPROVED RESPIRATOR

WITH ORGANIC VAPOR FILTER SHOULD BE CONSIDERED.

VENTILATION:

NORMAL ROOM VENTILATION IS USUALLY ADEQUATE.

PROTECTIVE GLOVES:

ANY WATER IMPERVIOUS GLOVES ARE A GOOD IDEA WHEN HANDLING.

EYE PROTECTION:

APPROVED SAFETY GLASSES ARE ALWAYS A GOOD IDEA AND SHOULD BE USED WHEN WORKING OVER ONE’S HEAD.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT:]

PROTECTIVE CLOTHING TO MINIMIZE SKIN CONTACT.

SECTION IX - DISCLAIMER

DISCLAIMER:

ALL INFORMATION APPEARING HEREIN IS BASED UPON DATA (MSDS’s) OBTAiNED FROM OUR SUPPLIERS AND IS BELIEVED TO BE

ACCURATE AS OF THE DATE OF ISSUE. THEREFORE K & K MAINTENANCE SUPPLY INC MAKES NO REPRESENTATIONS AS TO THE

ACCURACY OR SUFFICIENCY. CONDITIONS OF USE ARE BEYOND OUR CONTROL; THEREFORE THE USER ASSUMES ALL RISKS FOR

THE PRODUCT’S SAFE USE, HANDLING, AND DISPOSAL.

